
Origin

100% 100%

Granulation:    

   

TDS1 8th issue

Address:

3                µg/kg

Guaranted

 Dioxin ( WHO-PCDD/F-TEQ/kg) max.  0,50  ng/kg

 Dioxins + Dioxinlike PCB's ( WHO-PCDD/F-PCB-TEQ/kg)

 Non-dioxin-like PCB's

max.  1        ng/kg

max.  10      µg/kg

Dioxins Typical

0.137        ng/kg

0.269        ng/kg

LIFETIME                            : It is used within 24 months from the date of manufacture.

STORAGE CONDITIONS   : Store at room temperature in a dry environment. Avoid direct contact with the concrete floor.

Bulk Density: 0.70-0.85g/cm3

-300 micron;  min:%95

Powder

+500 micron; max:%5

min. 25,00 %

As

99,60%

TECHNICAL DATA SHEET

TURKEY

Product Magnesium Sulphate Anhydrous  (11.2.4/MgSO4)(11.523/MgSO4)

Formulation

EINECS code  / CAS number

MgSO4

7487-88-9 /7487-88-9  

Solubility

<0,05 ppm

<0,20 ppm

Article Guaranted Typical

max. 100   ppm

max. 30     ppm

max. 10     ppm

Fe

Pb

<20  ppm

<5   ppm

<1    ppm

min.  19,00 %

7,0-9,0

White

Hg

pH

Phisical Properties

19,50%

26,00%

min.  99,50 %

max. 2       ppm

* Analysis result do not contain LOI

MgSO4

Mg (Water Soluble) 

S

Cl

Cd max. 2       ppm

max.150    ppmF

<0,10 ppm

<10  ppm

max.0,10   ppm
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